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Integrated EMV Payments
Integrated MSR or a level 3 certified EMV payment 
device provide the perfect solution for line busting or 
pay at the table

All Day Battery
A large 7500mAh battery provides up to 8 hours of 
usage to last an entire shift

Dust, Water, and Drop Resistant
An IP65 seal protects against dust and splashing 
water while a 4' drop rating ensures accidental drops 
won't result in costly downtime

Wireless Capability
Integrated Bluetooth and Wi-Fi give you the freedom 
to leave the counter behind and still remain 
connected to all your wireless and networked devices
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OPTIONAL ACCESSORIES

EVO-TAB8-VP33A Integrated ID Tech VP3300

EVO-TAB8-VP33B Integrated ID Tech VP3300 + 2D Barcode Scanner

EVO-TAB8-VP33C Integrated ID Tech VP3300 + Fingerprint Reader

EVO-TAB8-MPM0 Rear case mount for Miura M010

EVO-TAB8-MPIC Rear case mount for Ingenico iCMP

EVO-TAB8-MPE3 Rear case mount for Verifone e355

EVO-TAB8-5DOCK 5 bay charger for EVO-TAB8

EVO-TAB8-HSTRAP Hand strap for EVO-TAB8

EVO-TAB8-SSTRAP Shoulder strap for EVO-TAB8

EVO-TAB8-BAT75 Replacement Battery for EVO-TAB8

WARRANTY EXTENSIONS 

ZWE-MPC 1-Year Warranty Extension

ZWE-MPC2 2-Year Warranty Extension

ZWA-MPC1 *Accidental Coverage

*Available in USA and Canada

MODEL EVO-TAB8

Processor Intel Cherry Trail X7-Z8700 Quad-core

System Memory 4GB LPDDR3

Hard Drive 64GB eMMC

LCD Display 8? LED LCD

Brightness 500 nits

Resolution HD 1280 x 800

Graphic Chipset Intel HD Graphics

Wi-fi 2.4G/5G 802.11 a/b/g/n/ac

Bluetooth 4.0 with BLE

Sensors Ambient Light, Hall, Gyroscopic, G-sensor

Camera Rear facing, 5 MP

PORTS

USB 1 x USB 3.0 Type-C

Headphone Jack 1 x 3.5mm

Power
1 x DC 3.5mm power, 1 x 8 pin pogo docking 
connector

PHYSICAL

Housing ABS

Weight 1.32 lb (.6kg)

Dimensions (WxDxH) 9? x 0.6? x 5.7? (228mm x 16.5mm x 146mm)

Housing Color Black and Grey

Capacitive Touch 5 point multi-touch

Buttons Power,  Function

ENVIRONMENTAL

Operating Temperature 32°F ~ 104°F (0°C ~ 40°C)

Operating Temperature 
(Charging)

32°F ~ 95°F (0°C ~ 35°C)

Humidity 20% - 80% RH non-condensing

IP Rating IP65, resistant to dust and water

Drop Rating 4' (1.2m)

Warranty 1-year warranty

Certifications FCC, CE

Supported OS Windows 10 IoT x64, Windows 10 Pro x64


