
M O B I L E 

A U D I O  J A C K 

M S R  R E A D E R
The ID TECH Shutt le  is  a  magnet ic  str ipe 
reader  that  easi ly  communicates with 
mobi le  devices v ia  the headphone jack . 
Use your  mobi le  device  to  read a  var iety  of 
magnet ic  str ipes -  inc luding credit  cards, 
s ignature debit  cards,  g i f t  cards,  and 
loyalty  cards .  The Shutt le  ut i l izes  ID TECH’s 
proven Magstr ipe reading technology, 
provid ing b id i rect ional  card reading of  up 
to  two tracks of  informat ion.  When reading 
card data ,  the secure and re l iable  Shutt le 
encrypts  the informat ion before i t  enters 
the mobi le  device ,  provid ing the best 
protect ion of  sensit ive  data . 

S H U T T L E

(714) 761-6368 
sales@idtechproducts.com

www.idtechproducts.com10721 Walker Street
Cypress, CA 90630



CORPORATE HEADQUARTERS
10721 WALKER STREET
CYPRESS, CA 90630
TEL: (714) 761-6368
TF: (800) 984-1010
FAX: (714) 761-8880
SALES@IDTECHPRODUCTS.COM

ASIA
+886-3-326-5988 (TAIWAN)
ASIA@IDTECHPRODUCTS.COM.TW

CANADA
(714) 761-6368
CANADA@IDTECHPRODUCTS.COM

SOUTH AMERICA
+55-11-3079-2255
INTERNATIONALSALES@ 
IDTECHPRODUCTS.COM

EUROPE, MIDDLE EAST & AFRICA
EMEA@IDTECHPRODUCTS.COM

MOBILE 2-TRACK 
AUDIO JACK 
MAGSTRIPE 
READER

CONTACT US TODAY!

S H U T T L E

INTERFACE Audio headphone jack

SWIPE SPEED

-22°F to  158°F (-30°C to  70°C)  non-condensing

DIMENSIONS

Maximum 95% non-condensing, dry storage

OPERATING
TEMPS

100,000 card swipes minimum

32°F to  131°F (0°C to  55°C)  non-condensing

MEDIA 
FORMATS

STORAGE 
TEMPS

One year, parts and labor

HU M IDITY

1.77 in (45 mm) X 5 in (127 mm) X 1.42 in (36 mm)

S P E C S

OPERATING
LIFE

WARRANTY

MEDIA 
THICKNESS

WEIGHT

0.025 inches (0.635 mm) to 0.035 inches (0.889 mm)

ISO 7811 and AAMVA

5 to 60 inches per second, bidirectional

0.832 oz.

ENCRYPTION

KEY MANAGEMENT

AES and TDES

TDES DUKPT

ISO 9001 CERTIF IED
ISO 14001 CERTIF IED


